1-1/2" ITEM 403.198202 ASPH. CONC., TYPE 7F TOP COURSE

2" ITEM 403.138902 ASPH. CONC., TYPE 3 DENSE BINDER

6" ITEM 403.118902 ,

ASPH. CONC., TYPE 1 BASE SAW CUT EXIST. PAV'T

(2) 3" LFTS EACH SIDE, TACK
COAT ALL SIDES

ITEM 304.03
[SUBBASE COURSE TYPE 2
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SLOPE TRENCH AS REQ'D
ITEM 203.07 SELECT
GRANULAR FILL OR —

SUITABLE EXCAVATED MATERIAL
AS DETERMINED BY ENGINEER

ITEM 206.02
PAY LIMITS FOR TRENCH
AND CULVERT EXCAVATION

| —— PERFORATED STORM
SEWER PIPE

UNDERDRAIN FILTER —
STONE TYPE I
ITEM 605.1001

— PIPE ZONE BEDDING = (0.D.+ 127)

— OPTIONAL EXTRA BEDDING
AS ORDERED BY ENGINEER

UNDISTURBED MATERIAL

NOTES:

1. REMOVE EXISTING PAVEMENT AND PAVEMENT SUBBASE UNDER ITEM 203.02

2. SLOPE SHEETING & BRACING PER OSHA, SPECIFICATION. TRENCH SHIELD
OR SHEETING TO BE LIFTED ABOVE THE SPRING LINE.

5. WHERE STORM SEWER CROSSES PREVIOUSLY INSTALLED SANITARY SEWER,
WATER OR GAS MAIN, ETC. TRENCH SHALL BE EXCAVATED DOWN TO THE
PREVIOUSLY LAID UTILTY AND BACKFILL WITH #2 CRUSHED STONE COMPACTED
IN 6" LIFTS TO INSURE ADEQUATE SUPPORT.

STORM SEWER TRENCH IN PAVED AREA

NOT TO SCALE

2/2/04

REVISED



